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FLAGPCLES
03/ 02
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NOTE: This guide specification covers the
requirenents for flagpoles. Flagpoles require

speci al approval to be | ocated on a governnent
installation, check with the DPWor Master Pl anner
for requirenents. This spec will nost often be used
when the facility is located off post. This docunent
specifies a flagpole with an internal halyard and
hand crank. This guide specification is to be used
in the preparation of project specifications.
Contact the Louisville District with revisions that
are needed to this specification.

RST-10350 is a Louisville District Arny Reserve
Support Team (RST) gui de specification.
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PART 1 GENERAL
1.1 REFERENCES

ANMERI CAN ASSOCI ATI ON OF STATE H GHWAY AND TRANSPORTATI ON OFFI CI ALS
( AASHTO)

AASHTO M 36 Corrugated Metal Cul vert Pipe.

AMERI CAN SOCI ETY FOR TESTI NG AND MATERI ALS (ASTM

ASTM A53 Pi pe, Steel, Black and Hot-D pped, Zinc
Coat ed, Wel ded and Seanl ess.

ASTM Al123 Zinc (Hot Dipped Gal vani zed) Coatings on
Iron and Steel Products.

ASTM A312 Seanml ess and Wel ded Austenitic Stainless
St eel Pi pe.
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ASTM B221 Al um num Al | oy Extruded Bar, Rod, Wre,
Shape, and Tube.

ASTM B241 Al um num and Al um num Al | oy Seamnl ess Pi pe
and Seanl ess Extruded Tube.

.2 SUBM TTALS
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NOTE: Subnmittals nust be limted to those necessary
for adequate quality control. The inportance of an
itemin the project should be one of the prinary
factors in determning if a submittal for the item
shoul d be required.

I ndicate submittal classification in the blank space
followi ng the nane of the itemrequiring the
submittal by using "G' when the submittal requires

Governnent approval. Subnittals not classified as
"G'" will show on the submittal register as
"Information Only". For subnmittals requiring

Gover nnent approval, a code of up to three
characters should be used following the "G
designation to indicate the approving authority;
codes of "RE" for Resident Engineer approval, "ED'
for Engi neering approval, and "AE" for
Archi t ect - Engi neer approval are recomended.
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CGovernment approval is required for submttals with a "G' designation;
submittals not having a "G' designation are for infornmation only. Wen
used, a designation following the "G' designation identifies the office
that will review the submittal for the Governnent. The follow ng shall be
subm tted in accordance with Section 01330 SUBM TTAL PROCEDURES:
SD- 02 Shop Drawi ngs
Shop Drawi ngs.; FIO
I ndi cate detail ed dinensions, base attachment details, anchor
requi renents, and inposed | oads.
SD- 03 Product Data
Product Data; FIO
Provi de data on pol e, accessories, and configurations.
Qperation Data; FIO

Provi de operating data for the controller.

Mai nt enance Data; FIO
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Provide lubrication and periodi ¢ mai nt enance requirenent schedul es.
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NOTE: Vendor information that forns part of this
gui de specification is permssible to use as long as
the salient features provide for "or equal" product
equi val ents are specified. Submttal clauses nust
be nodified to nake known that specific vendor
information is being specified. |If the Contractor
chooses to provide the specified vendor's product,
the submittal for that itemis considered a For
Information Only submittal. |If the Contractor uses
a different "or equal"” item then it will be

eval uated against the salient features. Hence, it
is considered for Governnent Approval (G.
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Accept abl e Manufacturer Products; FIO

Manuf acturers products listed in this specification are referenced
to establish a standard of quality. Wen the specific product
listed is submtted by the Contractor, that submittal will be
considered For Information Only). Wien an equal to that naned in
this specification is submtted, it shall be for Governnent
Approval (Q. The followi ng manufacturer products are
specifically nentioned in this specification

Fl agpol e: Anerican Fl agpole, FIO
800. 368. 7171
www. arer i canf | agpol e. com

Fl agpol e: Ewing Flagpoles., Inc.; FIO
2316 Del aware Avenue #283
Buffal o, NY 14216
800. 663. 7653

Fl agpol e: Concord Industries, Inc.
4150-A Kellway Circle
P. O Box 1163
Addi son, Texas 75001
800. 527. 3902
www. f | agpol es. com

Fl agpol e Manuf acturer Product submtted as an "or equal"; G[__]
SD- 04 Sanpl es
Sampl es; FIO

Submit two sanples 100mm x 100mm 4 x 4 inch in size illustrating
pole material, color, and finish

DELI VERY, STORAGE, AND HANDLI NG

Del i ver flagpol es and accessories conpletely identified for installation

SECTI ON 10350R Page 5



ARMYMDS

procedure. Handle and store flagpoles to prevent danage or soiling.

Spiral wap flagpole with protective covering and pack in protective
shi ppi ng tubes or containers.

PART 2 PRODUCTS
2.1 POLE MATERI ALS
Al umi num ASTM B241, 6063 alloy, T6 tenper.
2.2 POLE CONFI GURATI ON
2.2.1 G ound Mount ed
Ground set, tapered shaft, internal halyard with w nch.
1. CQutside Butt Dianeter: [150m®6 inches][175m¥i nches].
2. Nominal Wall Thickness: [4nm 156 inch][5nmm 188 inch].
3. Nominal Height: [9000mB0 ft][12000m¥0 feet] neasured from
nom nal ground el evation
2.3 COVPONENTS AND ACCESSORI ES
Desi gner to nmake sel ection
2.3.1 Fi ni al Bal
Stai nl ess steel, 150m® inch dianeter.
2.3.2 Truck Assenbly
Cast al umi numrevol ving, stainless steel ball bearings, non-fouling.
2.3.3 Fl ag
Flag shall be provided by others.

2.3.4 W nch

An internal w nch operated by a renovabl e handcrank. The wi nch contains an
autonmatic brake systemto permt locking of the flag iin any position

2.3.5 W nch Box

Aluminum with built-in hinge and | ock assenbly, attached to pole with
tanper proof screws inside box. Provide two keys to operate the | ock

2.3.6 Hal yard

Stainless steel aircraft cable with two chrone plated bronze swi ve
snaphooks, plastic covered counterwei ght and beaded sling.

2.3.7 Pri ner

SECTI ON 10350R Page 6



ARMYMDS

As recommended by the flagpol e manufacturer.
2.4  MOUNTI NG COVPONENTS

Foundation to be sized based on |ocal conditions.
2.4.1 Foundati on Tube Sl eeve

AASHTO M 36, corrugated 16 gage steel, gal vani zed, depth as reconmended by
t he flagpol e manufacturer.

2.4.2 Pol e Base Attachnment
Fl ush al um num base with base cover.
2.4.3 Wal | Support Assenbly

Al umi num round; one piece assenbly, back-plate for through bolting, with
stai nl ess steel anchor bolts and cover.

2.4. 4 Li ghti ng Ground Rod

305mMm1l2 inch | ong copper rod, 19mB/4 inch dianeter.

2.4.5 Li ght ni ng Ground Cabl e

Copper No. 6 AWG soft drawn.
2.5 FI NI SHES

Sel ection to be made from manufacturer's standard.
2.5.1 Metal Surfaces in Contact Wth Concrete: Asphaltic paint.
2.5.2 Aluminum Anodi zed clear satin finish.
2.5.3 Finial: Cold anodized finish.
PART 3 EXECUTI ON
3.1 EXAM NATI ON

Verify that concrete foundation is ready to receive work and di nensions are
as indicated on shop draw ngs.

3.2 PREPARATI ON

Coat netal sleeve surfaces bel ow grade and surfaces in contact with
dissimlar materials with asphaltic paint.

3.3 | NSTALLATI ON
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Install flagpole, base assenbly, and fittings in accordance with
manuf acturer's instructions.

Fill foundation tube sleeve with concrete specified in Section 03300,
Structural Cast-I1n-Place.

Install foundation plate and centering wedges for flagpol es base set in
concrete base and fasten.

3.4 ERECTI ON TOLERANCES
Maxi mum Variati on From Plunb: 25nm 1 inch.
3.5 ADJUSTI NG
Adj ust operating devices so that halyard and flag function snoothly.

---END OF SECTI ON--
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